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 DATE ISSUE: 24 November 2025 

 CLOSING DATE: 01 December 2025 

 PLACE OF DELIVERY: Magalies water Vaalkop Plant  

For More information/query email:Selinam@magalieswater.co.za 

 

Item 
No. 

 

Description/Specification 

 

Quantity  

 Supply and Install 1x Remote meter Rotameter 

 

Specification 

The remote meter shall be used to indicate and control chlorine gas 

feed rate. 

2. The remote meter shall have a chlorine gas feed capacity of not 

less than 2000 pounds per day (40 kg/hr). 

3. The remote meter shall be constructed of materials suitable for 

chlorine gas under vacuum. 

4. The process connections shall be made through 1" Schedule 80 PVC 

threaded Unions. 

1.03.2 Gas Flow Meter 

1. The remote meter shall be provided to indicate the gas flow rate 

within 4% of full scale accuracy. 

2. The remote meter tube shall be 12" long (300 mm) and shall indicate 

the feed rate with a machined PTFE float. 

3. The remote meter shall be suitable for wall mounting. 

4. The remote meter shall be equipped with a control valve for manual 

feed rate adjustment. 

5. Flow meter tubes shall indicate flow rates up to 2000 pounds per 

day (40 kg/hr) and down to a minimum of 1/20 of the maximum value. 

 

Supply and Install 1x VARIABLE ORIFICE EJECTOR 

Specification 

1. The ejector shall provide the operating vacuum for the system using 

a water operated venturi type nozzle. 

2. The ejector shall provide chemical feed rates of up to 10,000 PPD 

(200 kg/hr.) Cl2 by means of an adjustable orifice nozzle. The nozzle 

orifice shall be adjusted by a rotating handle, increasing/decreasing 

the nozzle orifice area allowing/restricting water flow to obtain the 

appropriate chemical feed rate. 

3. Ejector performance shall be based on the ejector charts and tables 

published by Hydro Instruments for the model specified. 

4. The ejector shall be equipped with 3" Van Stone style socket 

flanges on the inlet and outlet to allow for the process water 

connection. 

5. The ejector shall incorporate a spring loaded, normally closed 

internal check valve assembly to prevent the back-flow of water into 
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1. Submission of Quotations 

 RFQ Number must always be stated on the quotation.  

 

Quotations should be submitted on or before the Request for Quotation Deadline Date by no 

later than 12h00 to the email :Selinam@magalieswater.co.za 

No hand delivered quotations will be accepted, all quotations to be submitted to the email  

indicated on the RFQ. 

 

2. Selection of Qualifying Quotation 

 

The selection of the qualifying quotation will be at Magalies water’s sole discretion.  

Magalies Water does not bind itself to accept any particular Quotation. 

 

3. Documents required 

 

The quotation will be verified for responsiveness according to the following REQUIREMENTS: 

• Quotation must have CSD vendor number or CSD report 

• Quotation must have RFQ reference number 

• Completed and signed Declaration of Interest Form (SBD4) 

• Quotation with validity period should be a minimum of 30 days or more from the date of 

issue. 

• Quotation with physical address, date, contact details and banking details 

 

*NB All non-responsive bids will be rejected. 

  

4. EVALUTION OF QUOTATION 

 

the chlorine gas equipment. The check valve shall be suitable for 

backpressures up to 100 psi (7 bar). 

6. The ejector shall stop chemical feed and the check valve shall 

close automatically upon loss of vacuum. 

7. The ejector shall have a 1 ½" PVC union for connection to the 

chemical feed line. 

8. The ejector shall be constructed from PVC and other chemically 

compatible materials. 

 

1x Travel and Installation 

 

For enquiry contact BUKS Strydom :0829278503 
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All Quotations above R30 000 will be evaluated in terms of the PPR 2022 using the 80:20 

Preference point system.  

 

 

 

 

 

 

NB: Bidders to submit the following as proof of B-BBEE status level of contributor. 

1. Valid B-BBBEE status level certificate by an authorized body or person 

2. A valid sworn affidavit as prescribed by the B-BBEE code of good practice. 

Table 1: SPECIFIC GOALS (B-BBEE level) for the supplier and points claimed are indicated per 

the table below. 

BBBEE Status Level of Contributor Number of points 80/20 system 

1 20 

2 18 

3 14 
4 12 

5 8 

6 6 

7 4 

8 2 

Non Compliant Contributor  

 

5. TERMS & CONDITIONS 

5.1. Quotations received after the closing date will not be accepted. 

5.2. All costs to be included in the quotation. 

5.3. Delivery must take place at the specified place. 

5.4. Quotations to be valid for a minimum of 30 days or more from date of issue. 

5.5. The Government Procurement General Conditions of Contract shall apply.  

CRITERIA POINTS 

Price 80 

Specific goals (B-BBEE status level of contributor) 20 

TOTAL 100 points 


